


Made fo
Quality 

in every detail 

has been a Scan creed since the 

company was started in Denmark 

in 1978. From the beginning we built 

a strong culture based on the Danish 

aesthetics tradition, in which good 

design and intelligent features 

are in focus. 

By using Danish designers we ensure 

that our products always have the 

same mechanisms that are the reason 

for Denmark’s leading position in 

design and innovation. 

That is why they say that 

“to furnish your home with a Scan 

makes a diff erence”.  

Welcome to the Scan world and 

this catalogue introducing our new 

products for the season.

Purest

Clean Burn

Engineered to exceed the 

strictest international 

regulations to protect 

people and the environment.

Award Winning Design

Scan has received numerous 

awards over the years and 

continues to gain recognition for 

design excellence as the Danish 

design leader in our industry.

Quality – 5 Year Warranty

Designed and produced 

in Denmark

World Class quality stoves and 

inserts designed, manufactured 

and assembled in Denmark 

since 1978. Scan means 

5 year Warranty.
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 Happiness

Just as a Scan wood-burning 
stove covers man’s basic need for 
warmth, it also helps to create 
a warm and cosy atmosphere 
in the home. Basking in the 
warmth and enjoying dancing 
fl ames behind the large glass 
door is the ultimate in relaxation 
and pleasure, which is why a 
Scan wood-burning stove quickly 
becomes the family’s favourite 
place to gather.

Design

Scan has considerable 
experience in designing heating 
furniture. Simple, clean lines are 
the mark of good Danish design 
and this makes Scan one of 
the world’s best-selling wood-
burning stoves. Distinguished 
designers have been involved in 
creating the stoves’ appearance 
as well as how they operate, 
which is why Scan stoves are so 
easy to use. Emphasis has been 
placed on the size of the glass 
and the effi  ciency of the air wash 
system so that everyone can 
enjoy the sight of the fi re 
burning with all its might.

Innovation

Scan is a well-known 
pioneer in the design, 
functionality, combustion
process and environmental 
consideration that go into the 
development of the Scan wood-
burning stoves. The company’s 
own R&D department with 
hi-tech testing facilities, skilled 
engineers and many years of 
experience has made Scan one 
of the industry’s largest creative 
operators in Europe. Creativity, 
innovation and the courage 
to go our own way has led to 
our unique patented clean 
burn system.
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Environment 

One of our objectives is to
develop wood-burning stoves 
that burn cleaner and more 
economically than any other 
product in relation to the
environment. Heating with 
wood is a sustainable and
economical form of energy, 
and if the stove is designed 
right, you will save on your 
fuel bills. 
At our own testing facilities, 
we are constantly working on
increasing burn effi  ciency and 
meeting the most stringent of 
industry requirements. As a 
result, Scan stoves are among 
those that have earned the 
most approvals worldwide.

A number of our products 
also carry the offi  cial Nordic 
Eco-label: ”The Swan”. 
This Eco-label guarantees that 
the products are among the 
cleanest burning products on 
the market, ensuring that the 
products are of a high quality. 
For more information, 
see www.ecolabel.dk.

Safety

The fact that a Scan wood-
burning stove is approved is 
your guarantee that it’s been 
tried, tested and inspected. 
Every single product that leaves 
the factory has been tested for 
both safety and performance. 
So we’re more than happy to 
off er a fi ve-year guarantee. Your 
selected authorised Scan dealer 
can provide you with additional 
technical information regarding 
installation, and all aspects of 
pre and post sales service.
See also www.scan.dk

Quality

Top quality is what defi nes 
Scan. All Scan stoves are made 
in Denmark from the best 
raw materials and go through 
a thorough fi nal inspection 
before they are available for 
purchase. We are able to track 
the origin of a Scan stove via a 
six-digit serial number, making 
it easier to order any spare parts 
you may need. Clever details 
such as cold handles, effi  cient 
air wash system and simple 
controls make lighting the fi re 
and heating your home much 
easier. We hope you get a lot of 
pleasure out of your Scan
wood-burning stove!

Scan warranty
Scan gives you a 
5-year warranty; 
read the details 
on www.scan.dk

DEFRA
Approved 

DEFRA
This image signifi es 
products that have 
been approved 

by DEFRA for burning wood in 
smoke controlled areas in the 
United Kingdom.
Some models are currently 
being tested for DEFRA approval 
and your local dealer should be 
contacted for confi rmation or 
check on the Scan web site 
www.scan.dk.
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For most people, the wood-
burning stove is one of the
biggest fi nancial investments 
they will make in their home, 
and so it should last for many 
years. Here are some of the 
most important things you 
should check before choosing 
your product:

Chimney

If you don’t already have a 
chimney, ask whether the dealer 
can install a fl ue or chimney that 
is right for your wood-burning 
stove. If you already have a 
chimney, it’s important that 
you have it checked to make 
sure it’s working properly.

Installation

Any authorised Scan dealer will 
be pleased to advise  you with 
installation in  your home. 
We fully  recommend that 
you follow the dealer’s advice.

Size

It’s important to get a wood-
burning stove that’s the right 
size for the area to be heated. 
A stove that is too big can be 
just as much of a problem as 
a stove that is too small.

Clearance

Know the applicable regulations 
relating to distance to non 
combustible materials such as 
the walls and fl oor in question. 
Any authorised Scan dealer will 
be pleased to help you with this.

Approval

A wood-burning stove must be 
safe to use, easy to operate and 
gentle on the environment. 
The more standards a stove 
meets, the better it satisfi es these 
criterias. This is certainly the case 
with a Scan wood burning stove.

 Before you buy a
wood-burning stove
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There are two kinds 
of air supply:

 from outside

that is led directly into the   
stove’s combustion chamber

We off er a couple of options that 
let you introduce air from the 
outside directly to the appliance 
to replace the air necessary for 
the combustion (rather than 
opening a window and 
risking cold and draughts) - 
(1) a connection piece for fresh 
air intake mounted at the rear 

of the stove or (2) a box fi tted 
underneath the combustion
chamber. Most Scan models 
can be equipped with this type 
of fresh air supply, even as a 
retrofi t device. In well-insulated 
houses it is a good idea to let 
air directly into the combustion 
chamber from outside (external 
combustion air). This is especially 
important in houses with 
mechanical ventilation or a 
cooker hood situated near the 
installation site. It is possible to 
feed external combustion air to 
most Scan stoves by mounting 

an intake duct to the back of the 
stove or putting it in the base. 
Individual models prepared 
and manufactured for external 
combustion air must be ordered 
from the factory, whilst external 
combustion air with a rear outlet 
can be retrofi tted to the vast 
majority of Scan wood-burning 
stoves. See also the technical data 
at the back of the brochure.

Fresh air/external combustion air

The highly developed Clean Burn combustion system guarantees that our Scan wood-burn-
ing stoves use leading technology and set new standards for emissions with a high degree 
of effi  ciency and low wood consumption. Here you can see how the brilliant combustion 
system with the double smoke-clearing system works on one of our models: 

 Unique combustion system

Flue outlet, top/rear

Clean fl ue gases

Air slot for air wash 

Pre-heated
combustion air 

Ceramic Glass

Combustion chamber

Log retainer 

Combustion chamber door 
with ceramic joint seal 

Accurate air regulation 
(combustion air)

Air regulation (lighting air)

Cold combustion air 

Ash pan

Warm convection air 

Secondary combustion air

Ceramic air defl ector plate

Heating duct for combustion air 

Convection air ducts 

Fireproof insulation

Riddling grate

Ash pan with ceramic joint and springs

Door handle 

Wood compartment  

Cold convection air



 Scan 1001
 Scan 1002

Perhaps the dream of having a fi replace in the kitchen can fi nally 

Design:
Halskov & Dalsgaard

NEW!

DEFRA
Approved 



Beautiful design  
creates a good atmosphere

Designers Hanne Dalsgaard and Christina Halskov of Halskov & 

Dalsgaard Design are based in Copenhagen and have designed 

these contemporary inserts for Scan. With a focus on aesthetics 

and innovation, combined with functionality, the result is a 

feminine design for the Scan 1001 and Scan 1002. The inserts 

are supplied with an innovative glass handle, which is a solution 

unique to the market. 

The Scan 1001 and Scan 1002 come with either a white or black 

decorative frame on the front glass. A matt chrome border frame 

can also be ordered for these inserts.

9



 Scan 85

Design:
Harrit og Sørensen

The burn chamber design creates “a cave” that makes the entire bonfi re visible. NEW!
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Hidden heat storage 

The Scan 85 is a large wood burning stove of perfect proportions. 

It illustrates with perfect clarity how good design promotes 

function. The cylindrical, smooth surface encloses a firebox 

designed in such a way that the entire fire can be seen.  

A light push releases the handle and makes it easy to get to.  

The models are identical apart from the handle and trim which 

come in black or aluminium.

The optional Scan Heat Storage System gives the 

Scan 85 the major advantage of being able to release 

heat for up to 8 hours after wood was last added to 

the fire.

The material we have used has an excellent ability 

to accumulate heat, and the technical design of the 

product provides maximum heat output long after 

the fire has gone out.

The Heat Storage System is compact and hidden 

inside the housing at the top of the stove, where the 

heat accumulating material traps the heat produced 

by the firebox.

11



either the right- or the left-hand side. The door also has an “easy-lock system”, 
which means that it will close fully without you having to turn the handle. 

 Scan 64

Design:
Harrit and Sørensen

DEFRA
Approved 



Warm design

The Scan 64 is unmistakably a Danish stove design, with its 

clean-cut lines and beautiful details. This is a medium-sized 

stove with large glass doors, giving the feeling of a real fire  

due to the excellent view of the flames. 

The stove is made from steel, while the door is solid cast iron. 

The extra depth in the burn chamber prevents ash spillage 

when the door is opened. 

The design of the Scan 64 ensures excellent convection,  

and the option of connecting to an exterior air source  

comes as standard for all models.

soapstone

 
Stainless steel sidesStainless steel sides
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 Scan 58 -
series

Design:
Harrit and Sørensen

has received the honourable distinction  
“red dot honourable mention” for product design.

DEFRA
Approved 

Pending



shown with 
see through base

shown with
optional door

shown
with pedestal

with pedestal see through basewith optional door
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Scan 58 makes it easy to choose

This stove concept from one of Denmark’s leading designers 

is ground breaking both in creation and style. The family of

stoves has an elliptical shape that creates its own special

expression. The diff erent variants with the large side glasses 

give a unique view to the fi re. You can choose between six 

stove bodies (Scan 58-1 to Scan 58-6) and then choose from 

either a pedestal base, see through base (with door option) 

or wall hung bracket. You can also choose a ”heat storing”

soapstone top or an elegant glass top.
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 Scan 58-7/8
Scan 58-9/10

Design:
Harrit and Sørensen

The addition of soapstone adds a touch of elegance to the stove.

DEFRA
Approved 

Pending
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Innovative design with soap stone

Scan 58-9 and 58-10 give soap stone stoves a new meaning. 

Our designer has managed to dress the slim stove design with 

soap stone without comprising the beautiful proportions. 

These models are identical except for the choice of the handles 

and trim in black and brushed aluminium.

Scan 58-7 and Scan 58-8 have sides and rear in one single piece 

which makes this design truly seamless and extremely elegant. 

The models are identical apart from the handle and trim which 

come in black or aluminium.
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 Scan 58
High Top

Design:
Harrit and Sørensen

 m

DEFRA
Approved 

Pending
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High Top High Top High Top High Top

Save heating costs

The new Scan 58 High Top Concept consists of four models,  

and is based on the same burn chamber as the renowned the  

Scan 58 Concept.  

With the optional Scan Heat Storage System, the heating capacity 

will be further improved with better heat comfort and more 

efficient  heat emission. Scan’s Heat Storage System offers the 

benefit of extra heat lasting up to 12 hours from the last  

loading of wood. 

The optional Scan Heat Storage System gives the Scan 58 the 

major advantage of being able to release heat for up to 12 hours 

after wood was last added to the fire.

The material we have used has an excellent ability to accumulate 

heat, and the technical design of the product provides maximum 

heat output long after the fire has gone out.

The Heat Storage System is compact and hidden inside the 

housing at the top of the stove, where the heat accumulating 

material traps the heat produced by the firebox.



 Scan 58
Wall

Design:
Harrit and Sørensen

and not least when the fl ames are burning.

DEFRA
Approved 

Pending
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Fine art

The award winning Scan 58 Series has been extended with this 

great wall version. You can choose between several options for 

the side windows. The handles and trim  comes in both black 

or aluminium.

Scan 58 Wall hung is easy to use and the handle does not get 

warm during heating. The combustion technology keeps all

the glass clean.
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 Scan 62
Scan 63

Design:
Steff en Schmelling

Dressed in soapstone the stove maintains heat long after it was last loaded.
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The best of both worlds

Steffen Schmelling is one of Denmark’s leading designers and we 

are very pleased to present the first products he has created for 

Scan. The design of Scan 62 and Scan 63 are based on the Shaker 

Design Philosophy which states: “Don’t make something unless it 

is both necessary and useful; but if it is both necessary and useful, 

don’t hesitate to make it beautiful.” The Shakers were a group 

started in Manchester, England in 1700s, and although a lot has 

changed since then we believe their philosophy has inspired  

great stove design for Scan.

Scan 62 has received a lot of attention because of its unique and 

interesting design. Our designer has dressed this product with 

soap stone in a way that enhances the stove design beautifully.  

The Shaker designed door handle is even more prominent on  

this particular design.



 Scan 40

Design:
Henning 

Krog Iversen
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Cosiness and warmth in a
classic design

The Scan 40 is available in either grey or black.  

A front cover for the wood compartment is available as an 

accessory. The ash drawer has a practical lid that makes it  

easy to empty. 

The highly developed clean burn system used in Scan stoves 

provides a high degree of efficiency with the lowest possible 

emissions, making it environmentally friendly.

Ease of operation is also a defining feature of this model.



 Scan 45
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Space-saving models

The Scan 45 has a slim overall design – is perfectly suited to 

smaller rooms. Note the detailing with the front door covering 

the whole frame of the firebox including the top plate.  

As with the vast majority of Scan wood-burning stoves,  

the “clean burn” combustion system comes as standard.  

This protects the environment and the built in air wash helps 

keeps the glass clean. The handle won’t get hot whilst the stove  

is on and the ash drawer lid makes it easier to empty out the ash. 



 Scan 50

Design:
Henning 

Krog Iversen

A soapstone top plate is available as an accessory, as is a glass top plate,

The stove comes in either black or grey.
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All round winner

The Scan 50 is a completely round wood-burning stove that is 

very easy to position and easy to use. Scan 50 has the option 

of a revolving base and a lid for the ash drawer comes as 

standard. The clean burning gives higher temperatures,  

which make it environmentally friendly. The chrome  

handle is cool to touch. 

A fresh air box can be fitted providing air for combustion 

directly to the stove.



 Scan 53

top plate and fl oor plate are available in glass.
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Luxury furniture to warm you up

The Scan 53 is a deluxe wood-burning stove; with the Scan 

combustion system ensuring cleaner flue gases and clearer 

glass, so you can always enjoy watching the fire. Ideal for

corner or straight wall installation.

Choose from black or grey finish plus front shelves in various 

sizes. Operation is simple and the handle doesn’t get hot as 

the stove heats the room. A fresh air box may also be fitted.



 Scan 57

DEFRA
Approved 
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Innovative stove with the  
capability to take lots of firewood

Scan 57 comes with a turnable plinth which makes it

possible to enjoy the flames from different angles.

If you don’t need it to revolve it can be fixed.

The wider combustion chamber takes logs up to 50 cm in 

length. The refined details in stainless steel make this stove  

a unique piece of furniture.

The stove is perfectly suited to be placed in the middle of the 
room and turned to enjoy the flames from different angles 



There is a riddling grate in the combustion chamber which 
enables the burning of selected smokeless solid fuels.

Scan 
 Andersen 4-5

DEFRA
Approved 
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Top quality in pure cast iron

The Scan Andersen 4-5 is one of the best-selling cast iron 

stoves on the market. This wood-burning stove is available in 

black, either as a convection model or with soapstone sides 

and top. The chrome handle is detachable (for child safety  

reasons), but can be located in place if you wish. The unique 

Scan combustion system means that the stove burns cleanly 

and economically. 

For small fireplace openings the Scan Andersen 4-5

is  available with 100 mm short legs.

with short legs



Scan 
 Andersen 8-2

The chrome handle is detachable (for child safety reasons), 
but can be located in place if you wish.
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Your imagination creates
new options

The Scan Andersen 8-2 is a cast iron stove available in black 

with convection plates or with heat-accumulating soapstone 

sides and top plate. Both models have the same large  

combustion chamber. 

 

The efficient combustion system ensures good fuel economy, 

optimally clean glass and cleaner flue gases, which all benefit 

the environment. The heat is controlled with a single handle.

An ash drawer and riddling grate come as standard. 

For fireplace openings the Scan Andersen 8-2 is available with 

100 mm short legs.

with short legs



technology, is gentle on the environment, is economical with fuel and always
has optimally clear glass.

Scan 
 Andersen 10



New technology in
contemporary designs

The Scan Andersen 10 cast iron stove has a large combustion 

chamber with plenty of room for long lengths of firewood. 

This gives a high level of performance, requires less-frequent 

refuelling so giving you more time to enjoy the big fire it 

generates. The positioning of the chrome handle means that it 

doesn’t get hot whilst the stove is lit. A riddling grate and ash 

drawer come as standard. Supplied in black, either as a  

convection stove or with soapstone-covered sides. With a  

soapstone top plate, additional heat is stored then released 

even after the fire has gone out.

3939



Scan
 DSA 3-series

and Scan
 DSA 4-series

equipped with ash drawers and riddling grates, so enabling the burning of 
selected smokeless solid fuels.
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Living fire behind the glass

These convector fireplace inserts are available in black or grey
with trims in standard sizes of 50 mm or made to measure.  
All the models have a user friendly chrome handle. Plus, the 
unique Scan combustion system provides for optimal, clean 
combustion and efficient air wash so the glass is always as 
clean as possible.
Both models are equally well suited for use in new builds or in
the renovation of existing open fireplaces. A fresh air intake kit 
is available as an optional extra. UK building regulations specify
permanently open air supply. The attachment for the Scan DSA 3
and Scan DSA 4 series can be fully closed therefore should not be

the sole air supply for the appliance.



Design:
Henning 

Krog Iversen

 Scan DSA 5

The door is opened using a simple wooden handle, and the combustion system 
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The possibilities are endless

The Scan DSA 5 is a real piece of Danish craftsmanship of the 

highest quality. Available in several options: free-standing or

wall-hung in grey, black or stainless steel model. A front shelf 

in soapstone, granite, black, grey or stainless steel provides 

exciting opportunities to create your own individual design. 

Flue pipe covers are available as accessories in lengths of 400 

and 500 mm, or made to measure if necessary up to 1250 mm. 

Fresh air for the room only can be supplied via a special fresh 

air intake kit on the free-standing model only (note: not 

directly connected to outside air).



Scan
 DSA 6
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Scan DSA 6 flush insert

High level of flexibility

The Scan DSA 6 is a space-saving, designer model with a black 

“portrait” border on the heat resistant glass door enhancing 

the flame view . Ideally suited for both newly built homes and 

retrofitted into an existing fireplace. The unique Scan

combustion system is easy to operate. You turn the heat up 

and down with a single handle. The air wash system keeps the 

glass optimally clean. The chrome plated decorative moulding 

at the base of the door extends the length of the handle, which 

is cool to touch. A black four sided 50mm frame is supplied as 

standard, other sizes may be supplied upon request.

A fresh air intake kit can is available as an optional extra  

(note. not directly connected to outside air). 



other sizes may be supplied upon request

Scan  DSA 7-5
Scan  DSA 8-5

Design:
Henning Krog 

Iversen

DEFRA
Approved 



A quality vista

The Scan DSA 7-5 is available in black to be built into existing

houses or into new builds. The trims are available in black and

can be made to measure if necessary. A black four sided 50mm

frame is supplied as standard, other sizes may be supplied

upon request. The efficient Scan combustion system is easy to

operate, ensuring optimally clean glass and environmentally

friendly neutral combustion. The steel handle is extended by

the decorative moulding, which gives the insert an exclusive

look. The Scan DSA 7-5, with its large combustion chamber,

can take extra large logs. A fresh air intake kit is available as  

an optional extra (note. not directly connected to outside air). 

UK building regulations specifies permanently open air sup-

ply. The attachment for the Scan DSA 7-5 can be fully closed 

therefore should not be the sole air supply for the appliance.

Scan DSA 8-5 is exactly the same as the Scan 7-5 except that 

it is 56 mm shorter in height, giving a letterbox view of the 

insert. A fresh air intake kit is available as an optional extra.

47



Scan
 DSA 11

other sizes may be supplied upon request.



Elegant cassette

This product is an elegant cassette that fits all kind of interior 

styles. It has beautiful details and very efficient combustion, 

and can take 50 cm logs.

It has a glass air wash as standard and can incorporate a fan 

unit (accessory) to offer fan assisted convection.

Scan DSA 11

49



Scan
 DSA 12



See-through perfection

Scan DSA 12 is a fantastic built-in and perfect in every detail. 

There are no baffle plates to obscure your vision through 

the stove, yet the combustion is optimal. This is possible 

because of an innovative combustion technology developed 

especially for this product, which also has closed combustion 

as standard. 

Scan DSA 12 can be operated from both sides however the 

door on either side can be secured if you wish. This beautiful 

built-in is a truly innovative product with high quality in  

every detail and the flame view is as good as it looks.

51



 Accessories

Here is a small selection of our extensive range of accessories. 

These goods are of high quality and produced to a large part in 

our own factories. Our authorized dealers will be able to help 

you to fi nd the product that best suits your needs. For more 

information about these products go to our website.

painted and enamelled fl ue pipes 
of high quality.

carriers in various sizes, materials 
and colors.

Our steel chimneys are of high 

system that can fi t most needs. fi replace sets with good design.

Our range of fl oor plates are large and 
consist of diff erent materials, shapes and 
colors.

52
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*) In accordance with EN 13240/EN13229
Subject to technical changes

 Technical data



Scan 40 Page 24

 front cover for wood compartment, shaped fl oorplate plate 
 steel or glass, baking door

3): 50-112

2)*): 0.07

Scan 45 Page 26

3): 50-100

2)*): 0.10

*) Height to the 
beginning of the fl ue 

pipe at top outlet

*) Height to the 
beginning of the fl ue 

pipe at top outlet

 Technical data

Scan 50  Page 28

 steel or glass

3): 50-112

2)*): 0.09

 (stove with revolving base: See instructions for installation and use)
*) Mål til topafgang
   Anlegefläche Obenabgang
   Height to the beginning of the flue pipe at top outlet
   Hauteur jusqu'au début du tuyau lors d'une sortie dessus

*) Height to the
beginning of
the fl ue pipe
at top outlet 
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*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan 53  Page 30

 
shaped floorplate steel or glass

3): 50-112

2)*): 0.09

*) Height to the
beginning of the flue 

pipe at top outlet 

Scan 57 Page 32

 Yes (through the base)

3): 75-126

2)*): 0.11

Scan 58-1, Scan 58-4 Page 14

3): 50-112

2)*): 0.11

*) Height to the
beginning of the flue  

pipe at top outlet

11
38

11
12

*

175

350500

99
8

17
5 *) Height to the

beginning of the flue  
pipe at top outlet

56

*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan 58-2/3/5/6  Page 14

3): 112

2)*): 0.11

*) Height to the
beginning of the flue 

pipe at top outlet 

11
12

*

11
38

350500

131

29
499
8

17
5

Scan 58-7/8 Page 16

 
 soapstone- or glass top, floorplate in steel or glass.

3): 112

2)*): 0.11

*) Height to the
beginning of the flue 

pipe at top outlet 

500 350

11
14

*

29
610
0011

40

131

17
5

Scan 58-7/8 High Top 
Scan 58-9/10 High Top Page 18

decorative trim,  soapstone- or glass top, 
floorplate in steel or glass, Scan Heat  
Storage System

 

3): 112

2)*): 0.11

 
 sides/rear (mm): 350/200

 Weight Scan 58-9/10: 205/ 
 220 kg with soapstone top

*) Height to the
beginning of the flue 

pipe at top outlet 

57

*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan 58-9/10 Page 16

 
 soapstone- or glass top, floorplate in steel or glass.

3): 112

2)*): 0.11

*) Height to the
beginning of the  

flue pipe at top outlet 

17
5

Scan 58 Wall  Page 20

3): 112

2)*): 0.11

*) Height to the
beginning of the flue 

pipe at top outlet 

Scan 62 and Scan 63 Page 22

 

 

3): 112

2)*): 0.09

 
 sides/rear (mm): 
 Scan 62 sides/back (mm) *): 450/175 mm
 Scan 63 sides/back (mm) *): 700/150 mm *) Height to the

beginning of the flue pipe 
at top outlet 

583

10
10

486

Scan 62 with soap stoneScan 62/ Scan 63

58



Scan 64 Page 12

steel, stainless steel or soapstone, soapstone top, fl oorplate 
in steel or glass

3): 50-112

2)*): 0,08

 Scan 64-1/3/5 sides/back (mm) *): 350/150 mm
 Scan 63-2/4/6 sides/back (mm) *): 500/150 mm

11
30

19
2

10
10

494 384

89

11
08

*

*) Mål til topafgang
   Anlegefläche Obenabgang
   Height to the beginning of the flue pipe at top outlet
   Hauteur jusqu'au début du tuyau lors  d'une sortie dessus

*) Height to the
beginning of the fl ue 

pipe at top outlet 

Scan 85/ Scan 85 High Top / Scan 85 Maxi   
Page 10

3): 75-150 m3

2)*): 0,08

(mm): See instructions for installation and use

*) Height to the
beginning of the fl ue 

pipe at top outlet 
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*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan Andersen 4-5 Convection Page 34

3): 50-100

2)*): 0.09

*) 

Scan Andersen 4-5 Soapstone  Page 34

3): 50-100

2)*): 0.09

 

*) 

Scan Andersen 8-2 Convection  Page 36

3): 75-126

2)*): 0.09

60

*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan Andersen 8-2 Soapstone Page 36

3): 75-126

2)*): 0.09

Scan Andersen 10 Convection Page 38

3): 75-126

2)*): 0.07

Scan Andersen 10 Soapstone Page 38

3): 75-126

2)*): 0.07

61

*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan DSA 4-2/Scan DSA 4-5 Page 40

 (Scan DSA 4-2: floor plate glass)

3): 50-112

2)*): 0.10

 See instructions for installation and use

Scan DSA 3-2/ Scan DSA 3-5 Page 40

 (Scan DSA 3-2: floor plate glass)

3): 50-112

2)*): 0.10

 See instructions for installation and use

Scan DSA 5 Freestanding Page 42

 
 soapstone or granite, flue cover, shaped floorplate steel or glass

3): 75-140

2)*): 0.11

62

*) In accordance with EN 13240/EN13229
Subject to technical changes



Scan DSA 5 Wall  Page 42

 flue cover

3): 75-140

2)*): 0.11

63

*) In accordance with EN 13240/EN13229
Subject to technical changes

63
0
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Scan DSA 7-5  Page 46

3): 75-126

2)*): 0.11

 See instructions for installation and use

 (flexible pipe)

815*

62
6*

Scan DSA 6 Page 44

3): 50-100

2)*): 0.11

 See instructions for installation and use



64

*) In accordance with EN 13240/EN13229
Subject to technical changes

Scan DSA 8-5 Page 46

3): 75-126

2)*): 0.11

 See instructions for installation and use

Scan DSA 11 Page 48

3): 75-180

2)*): 0.11

 See instructions for installation and use

 

Scan DSA 12 Page 50

2

2)*): 0.09

 See instructions for installation and use

*) 

*) Height to the
beginning of the fl ue 

pipe at top outlet**) 

Adjustable legs
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*) In accordance with EN 13240/EN13229
Subject to technical changes

Scan 1001 Page 8

 
frame up to 150 mm made-to-measure, right or left  
hinged door

2): 40 – 140 m2

 See instructions for installation and use

Scan 1002 Page 8

 
frame up to 150 mm made-to-measure, right or left  
hinged door

2): 70 – 200 m2

 See instructions for installation and use
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Quality 

Highly sophisticated research and development, strict quality control 

systems that conform to ‘EN 13240’ and the very latest production 

technology combine to produce the ultimate in both looks and performance. 

What size stove or fi replace do I need?

To determine the size of stove or fi replace you will require, the standard home needs 

1 kW of heat per 14 cubic metres of space. To work out your requirements, multiply 

your room width and length measured in metres, by your room height in metres (i.e. 

5 m x 7 m =35 x 2.5 m = 87.5). This means that your room, with a normal sized window 

and number of doors, has a volume of 87.5 cubic metres and will need approximately 

a (87.5÷14) 6 kW Scan stove or fi replace. 

Please ask your authorised Scan dealer for further assistance in your choice of 

Scan stove or fi replace.

Effi  ciency

You will appreciate the warmth from your Scan stove; the latest in 

heating technology is incorporated into your Scan to ensure its clean burning, 

environmentally sound performance. The very latest Scan production 

technology ensures that the heat output from the wood is maximised to 

generate more heat into your room. It is important to choose a Scan that is the 

right size for your room. In the region of 90 % of the heat from an open fi re goes up 

the chimney. When run at its optimum temperature, your Scan stove or 

fi replace will give out up to 80% more heat into your room. 

Photographer: Ib Westersø 
& Torben Rasmussen
Styling: Karen Bak Hedegaard

Photographer: Dreyer Hensley
Styling:  Jannicke  Kråkvik 
& Alessandro D’Orazio

Photographer: Sturla Bakken
Styling: Tahani Aiesh



Scan stoves are manufactured by:
Scan A/S

5492 Vissenbjerg
Denmark

www.scan.dk

…  .a Jøtul Group Company

August 2012

Cat.no. 39100400

Scan constantly works to improve its 

products as much as possible.

We reserve the right to make technical 

changes and change colours and

accessories without prior notice.

We would like to draw your attention 

to the fact that several wood-burning 

stoves in this catalogue are shown

with extra accessories.

See also www.scan.dk


